
SG Type
‧15~100mm

SF Type
‧12~150mm

SL Type
‧12~150mmSP Type

‧15~100mm

SHC 30
‧12~70mm

SHC 55
‧12~70mm

SHC 75
‧20~50mm

SHC 110
‧20~50mm

HC Series

‧Length : 25、35、50、
    75、85、110。

‧Diameter : Ø 19.05mm

‧Size : 12~100mm

‧Size : 50~150mm

HCL Series

‧Diameter : Ø 31.75mm

‧Length : 75、85、110。

HC 35 

HCL 110

HCR Series 

‧Size : 18~50mm

‧Length : 25、35、50。

HCR 35 

RAIL ROAD

HCD Series

‧Length : 35、50、75、110。

‧Size : 14~50mm

HCD 50 

STACKED PLATE
Drilling 110mm

HF Type
‧14~100mm

HM25 Type
‧15~80mm

HRP Type
‧14~120mm

HRM Type
‧14~120mm HRF Type

‧14~120mm

HM12 Type
‧18~68mm

HN Type
‧19~65mm

HK Type
‧15~35mm

HW60 Type
‧22~160mm

HP Type
‧16~168mm

PL Type
‧16~79mm

HG Type
‧13~200mm

HL Type
‧15~100mm

(All the cutters can be done as Uncoated, in TiN coated, and in TiAlN coated)

ABOR

ADAPTER
 TOOL HOLDER

For Wood

HC‧HCD‧HCR‧SHC
Applicable with

HC‧HCD‧HCR‧SHC
Applicable with

 

SMD30
Voltage

Power       

RPM       

Spindle Bore   

Net Weigth  

110V AC, 50/60HZ
220V AC, 50/60HZ

Height : 315mm
Width : 174mm
Length : 341mm

750 Watt

750 RPM

19.05mm(3/4”)

11kgs

160mm x 80mm x 45mmMagnet Size

Magnet Holding Power

Max. Hole Cutting Capacity       

Overall dimensions

750 kgf

30mm dia x 35mm deep

SMD35
Voltage

Power       

RPM       

Spindle Bore   

Net Weigth  

110V AC, 50/60HZ
220V AC, 50/60HZ

Height : 350mm
Width : 226mm
Length : 390mm

750 Watt

550 / 750 RPM

19.05mm(3/4”)

15kgs

160mm x 80mm x 45mmMagnet Size

Magnet Holding Power

Max. Hole Cutting Capacity       

Overall dimensions

750 kgf

35mm dia x 50mm deep

      MAGNET SWITCH
SAFETY POWER SWITCH

BUILT-IN WIRE HIGH QUALITY MOTORADJUSTABLEULTRA-LIGHTWEIGHT       MAGNET SWITCH
SAFETY POWER SWITCH

BUILT-IN COOLANTHIGH QUALITY MOTOR BUILT-IN WIRETWO STAGE GEAR


